17MM EZ-ID CV DRIP RING LAYOUT FOR TREES & SHRUBS - March 2, 2015

SPECIMEN TREE DRIP RINGS

A. TO LANDSCAPE PRODUCTS VALVE BOX WITH DRIP REMOTE CONTROL ZONE KIT
B. SPECIMEN TREE DRIP RING
C. ORNAMENTAL TREE DRIP RING
D. SHRUB DRIP RING
E. LANDSCAPE PRODUCTS 17MM EZ-ID CV COLOR CODED DRIPLINE
/ SHRUB DRIP RING F. 17MM INSERT FITTING (TYPICAL)
C
NOTES:

1. DISTANCE BETWEEN LATERAL RINGS AND EMITTER SPACING TO BE BASED ON
SOIL TYPE, AND TREE CANOPY.

2. PLACE TIE DOWN STAKES EVERY 3'IN SAND, 4' IN LOAM, AND 5' IN CLAY.

3. AT FITTINGS WHERE THERE IS A CHANGE OF DIRECTION SUCH AS TEES OR
ELBOWS, USE TIE-DOWN STAKES ON EACH LEG OF THE CHANGE OF DIRECTION.

ORNAMENTAL TREE DRIP RINGS
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NOT TO SCALE

LANDSCAPE PRODUCTS PRESENTS THIS PLAN AS A GENERAL GUIDE AND OFFERS NO INDEMNITY, EXPRESSED OR IMPLIED, FOR PROJECTS INSTALLED USING THIS PLAN. SINCE EACH SITE AND SYSTEM CONTAINS MANY VARIABLES, LANDSCAPE PRODUCTS EXPRESSLY RECOMMENDS THE USE OF A QUALIFIED IRRIGATION DESIGNER.



