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Características
• Diseñados para líneas de goteo con diametros internos de 

0.56-pulg. a 0.60-pulg.

• Instalación segura y fácil sin pegamento, abrazaderas, o 
herramientas.

• Clasificado para un maxima presión de 50 PSI.

• Resistentes a los rayos UV para resistir el calor, sol 
directo, y los productos químicos agresivos.

• Material fuerte para mayor resistencia, durabilidad, y 
rendimiento a largo plazo.

A. 17 MM Dripline Barbed Insert Coupling (12051010)

B. 17 MM Dripline Barbed Insert Elbow (12051020)

C. 17 MM Dripline Barbed Insert Tee (12051030)

D. 17 MM Dripline Barbed Insert x 1/2-Inch Male Adapter (12051035)

E. 17 MM Dripline Barbed Insert x 3/4-Inch Male Adapter (12051040)

F. 17 MM Dripline Barbed Insert x 3/4-Inch FPT Adapter Tee (12051050)

G. 17 MM V-Shaped 2-Way Dripline x 3/4-Inch MPT (12051060)

H. 17 MM Dripline Barbed Insert Cross (12050170)

I. 17 MM Dripline Barbed Insert x Female Threaded Hose Swivel (12051080)

J. 17 MM Dripline Barbed Insert End Cap (12051090)
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Conectores de Inserción de 17 MM 
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Accesorios 
para Líneas de 
Goteo
• Diseñado para asegurar el máximo rendimiento en 

instalaciones en superficie y bajo superficie.

• El Indicador de Operación de Riego proporciona una 
confirmación visual de que la zona de riego por goteo 
está funcionando correctamente.

• Resistentes a los rayos UV para resistir el calor, sol 
directo, y los productos químicos agresivos.

• Material fuerte para mayor resistencia, durabilidad, y 
rendimiento a largo plazo.

A. 17 MM Dripline Barbed Manual Shut-off Valve (12051270)

B. 3/4-Inch Dripline Barbed Manual Shut-off Valve (12000368)

C. 1/2-Inch Figure 8 Hose End Closure (12007210)

D. 1/2-Inch Treaded Dripline Vacuum Relief Air Vent (12051240)

E. Drip Operation Indicator (12051250)

F. Dripline Insert Flush Cap (12051100)

G. 1/2-Inch Threaded Dripline Automatic Valve (12051210)

H. 17 MM Dripline Automatic Flush Valve (12051220)

I. Low Pressure Automatic Flush Valve For SMT (12084080)

J. High Pressure Automatic Flush Valve For SMT (12084085)
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